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FLAT SWINGHANDLE  
WITH INTERCHANGEABLE LOCKING SETS,  
SHORT VERSION

PROGRAMM 2225 (e.g. 2225-U2 + 2225-U11-01)

Product description Product benefits

Material:

•	 Dish, handle and cylinder cover made of  
zinc die black powder-coated

•	 Cap zinc die zinc-plated
•	 Shaft AISI 303

Foamed gasket

Spring-loaded handle

Compatible with various cams

Cut out: 70 x 25 mm

Available as a simple cam lock or with 
compression function

Compression distance: 6 mm  
for version with compression function

Stands only 9 mm in front of the door

Interchangeable locking sets for profile half 
cylinder (PHZ),  
KABA cylinder (type 1036), round cylinder, inserts 
and push button

Locking sets can be exchanged from the front of 
the cabinet (patented)

Integrated scratch protection

High strength with a flat design

Meets protection class IP 66

Shock and vibration tested according to  
DIN EN 61373 Cat. 1B

Successfully tested over 10,000 cycles  
(approx. 6 Nm load)
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FLAT SWINGHANDLE  
WITH INTERCHANGEABLE LOCKING SETS,  
LONG VERSION

PROGRAMM 2225 (e.g. 2225-U1 + 2225-U48)

Product description Product benefits

Material:

•	 Handle, dish, cylinder cover and cap  
made of zinc die black powder-coated

•	 Shaft AISI 303

Foamed gasket

Spring-loaded handle

Suitable for rod controls and cams

Cut out: 50/50/50

Stands only 9 mm in front of the door

Interchangeable locking sets for profile half 
cylinder (PHZ),  
KABA cylinder (type 1036), round cylinder, inserts 
and push button

Locking sets can be exchanged from the front of 
the cabinet (patented)

Integrated scratch protection

High strength with a flat design

Meets protection class IP 66

Shock and vibration tested according to  
DIN EN 61373 Cat. 1B

Successfully tested over 10,000 cycles  
(approx. 10 Nm load)
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FLAT SWINGHANDLE  
WITH ELECTRONIC LOCKING SET

PROGRAM 2225

Product description Product benefits

Material:

•	 Handle, dish, cylinder cover and cap  
made of zinc die black powder-coated

•	 Shaft AISI 303

Foamed gasket

Spring-loaded handle

Suitable for rod controls and cams

Suitable for installation in standard cut outs:  
25 x 150 mm or split 50 x 50 x 50 mm

Activation of the handle by applying the 
operating voltage - 12 / 24 VDC

Integrated LED visually signals that the handle is 
ready to open

Opening via push button under the cover

Stands only 9 mm in front of the door

Electronic locking set as a supplement to the 
standard program

Status contact for recognising the  
OPEN / CLOSED handle status

Integrated scratch protection

High strength with a flat design

Shock and vibration tested according to  
DIN EN 61373 Cat. 1B
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MULTI-POINT LOCKING SYSTEM  
WITH CAMS AND COMPRESSION FUNCTION

PROGRAM 1121

Product description Product benefits

Modular locking system with multiple locking 
points

Closure by cams inside the gasket

Locking points with compression function  
(combined rotary and lifting movement  
with 4 mm compression)

Positioning and number of locking points freely 
selectable

Locking points, cams, connecting rod  
and rod control made of stainless steel  
(also available in other materials)

Cut out and control element independent of 
the system inside the cabinet

Right and left versions available

Maximum security through operation of one 
drive and simultaneous locking of several 
locking points

Saves time when opening and closing several 
locking points simultaneously

Even distribution of closing forces

Delay-free and translation-free process

Drive with various EMKA latches possible, e.g. 
swinghandle, knob handle, T-handle or quarter 
turn

Corner guide for additional locking points in the 
cross shoring possible
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Combination example 1

4 locking points with  
compression function

Swinghandle as control element

Material: Stainless steel AISI 316

Combination example 2

COMBINATION EXAMPLES
MULTI-POINT LOCKING SYSTEM

6 locking points with  
compression function

Swinghandle as control element

Corner guide

Material: Stainless steel AISI 316
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125° HINGE  
FOR QUICK DOOR ASSEMBLY

1031-U34

Product description Product benefits

Material:

•	 Frame part, pin and dowel pin steel zinc-plated
•	 Door part with bolt zinc die zinc-plated
•	 Shaft clamping ring POM red
•	 Sliding washer plastic black
•	 Spring stainless steel

Cut out:
•	 Hole spacing frame part: 25 mm
•	 Hole spacing door part: 35 mm

Concealed hinge (not visible)  
for prominent doors

Fixing type: screw-on

The frame component can be fixed to the 
housing with M6 small-head countersunk screws

Opening angle 125°

Right and left usable

Door return 25 mm

Simplified door assembly without tools  
(door part engages automatically  
when the door is assembled)

Hinge pin secured against loss with knurl and 
shaft clamping ring

Shock and vibration tested according to  
DIN EN 61373 Cat. 1B

Slotted holes on the door section allow precise 
fine adjustment in the horizontal direction

Excellent sliding properties thanks to  
use of plastic sliding washer

Successfully tested in an endurance run
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STAINLESS STEEL 125° HINGE  
FOR QUICK DOOR ASSEMBLY

1031-U36 / 1031-U37

Material:
•	 Frame part, pin, and tension pin, stainless steel
•	 Door panel and latch, AISI 316L
•	 Shaft clamping ring POM red
•	 Sliding washer plastic black
•	 Spring stainless steel

Cut out:
•	 Hole spacing frame part: 25 mm
•	 Hole spacing door part: 35 mm

Concealed hinge (not visible)  
for prominent doors

Fixing type: screw-on

The frame component can be fixed to the 
housing using M6 countersunk screws with 
small heads or M6x16 press-fit threaded studs.

Opening angle 125°

Right and left usable

Door return 25 mm

Simplified tool-free door installation and removal  
(door part automatically engages when the door 
is installed)

Hinge pin secured against loss with knurl and 
shaft clamping ring

Shock and vibration tested according to  
DIN EN 61373 Cat. 1B

Slotted holes on the door section allow precise 
fine adjustment in the horizontal direction

Excellent sliding properties thanks to  
use of plastic sliding washer

Successfully tested in an endurance run

Product description Product benefits
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HL3
DIN EN 45545-2

Material:

•	 Hammer head made of zinc-plated steel 
with carbide tip to effectively ensure the 
destruction of toughened safety glass / 
laminated safety glass

•	 Handle and holder made of flame-retardant 
plastic (PA 66 with 30 % glass fibers, halogen-
free, heat stabilized)

Integrated theft protection in the holder 
securely connects emergency hammer to the 
vehicle and prevents the hammer from being 
stolen

Steel cable with 1.5 m length provides sufficient 
freedom of action in case of emergency

Emergency hammer with hand protection 
without holder for spare parts requirements 
(5225-U315)

Ergonomically designed emergency hammer for 
applying a high impact energy

High safety with low risk of injury

Protected, two-colour, modern design

Different colour combinations possible due to 
the 2 shells (handles)

Low weight due to handle and holder made of 
flame-retardant plastic

Fire protection tested acc. to DIN EN 45545-2 
HL3

Optionally available in phosphorescent material 
as 5225-U316-01 (depending on prior exposure 
to light, the material glows in the dark for 15–30 
minutes)

EMERGENCY HAMMER FOR RAILWAY VEHICLES  
MADE OF FLAME-RETARDANT PLASTIC

PROGRAMM 2225 (e.g. 5225-U315-01)

Product description Product benefits
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SEALING PROFILES MADE OF  
FIRE-RATED MATERIAL  
FROM IN-HOUSE PRODUCTION

Facts Your benefits

In-house production in Spain and UK

Both production sites are certified to ISO 
9001:2015, the plant in Spain is also certified to 
ISO 14001:2015 and IATF 16949:2016

7 lines for EPDM
2 lines for PVC
1 line for TPE

5 injection moulding machines (50 - 100 t)  
for the production of corners

Also available as customized  
frames or rings! !!

Fire protection tested materials in accordance with  
DIN EN 45545-2 HL3 for maximum safety in the 
railway industry

Individual profile geometry according to 
customer requirements

Sealing profiles with and without metal 
reinforcement,  
as mono and bi profiles

Production of rings and frames,  
as well as ready-made lengths

Profiles with bonded coating, flock, adhesive 
tapes and EMC foil

Reliable top quality from in-house production in 
Europe
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DUAL PROTECT IP-EMC GASKET
DOUBLE PROTECTION FOR DEMANDING APPLICATIONS

1011-59

Material:
•	 Combined Sealing System — combines a 

traditional EPDM seal with an integrated EMC 
shielding component in a single profile.

•	 IP Protection — ensures a reliable seal 
against dust, moisture, and water splashes in 
accordance with typical IP requirements.

•	 EPDM base material — offers high weather 
resistance, resistance to hot water, and a wide 
temperature range from −40 to +120 °C.

•	 Integrated two-level protection concept — 
combines mechanical and environmental 
sealing with electromagnetic shielding into a 
compact, easy-to-install solution.

Two protective functions in a single 
component—combining IP sealing and EMC 
shielding in a single gasket, thereby reducing 
the number of components, assembly effort, 
and interface risks. 

Greater system reliability — provides protection 
against both environmental factors and 
electromagnetic interference; minimizes 
malfunctions and enhances the operational 
reliability of housings and control cabinets. 

Tested EMC performance in accordance with EN 
61000-6-2 / EN 61000-6-4 — meets the basic 
EMC standards for industrial environments and 
ensures reliable shielding against conducted and 
radiated disturbances. 

Life-cycle cost efficiency—less material usage 
and EPDM's long service life result in lower total 
cost of ownership. 

Product description Product benefits
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Contact finder Callback service

CAD

CAD data Downloads

OUR SERVICE

Do you have any questions or an idea for a 
customized special product? Contact us! 

We look forward to receiving your inquiry  
and are by your side as a strong partner  
with our expertise!
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Follow us on LinkedIn!

A STRONG  
PARTNER  
BY YOUR SIDE

EMKA Beschlagteile GmbH & Co. KG

Langenberger Str. 32
42551 Velbert
Germany

+49 2051 273 0
info@emka.com
www.emka.com


