Electronic Locking & Monitoring 3000-UO07 m

Electronic

E Steuermodul Stand Alone

Das Modul 3000-U07 ist Bestandteil des ELM Stand Alone Systems. Es dient zum Offnen von 2 Schwenkgriffen mit
Magnetbaustein 3000-U05. Die Offnung der Griffe erfolgt normalerweise Uber die Tastatur des ELM Stand Alone Systems.
Alternativ kann der Offnungsvorgang auch (iber einen Kontakt erfolgen. Die maximale SchlieRdauer ist unbedingt zu beachten.

Technische Anderungen vorbehalten.

e L]
m Control Module Stand Alone

The module 3000-U07 is part of the ELM Stand Alone System. It is used to open 2 swing handles with solenoid block 3000-U05.
Opening is normally via ELM Stand Alone keypad. Alternatively opening procedure can be performed via switch contact. In this
case maximum allowed closing time of contact must not be exceeded.

Subject to technical changes
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Keypad +12 V DC white brown (+)
Keypad 12v ERM1A -
Operation Keypad / Handle 1 pr— P white (blue) (-)
Keypad / Handle 2 brown (+)
KPT2 ERM2/1
Keypad / Ground yellow oND p— white (blue) (-)
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Push button / Ground
GND ERM2/2
Note for Push Button Operation
Connecting cable
. . . Closing contact of push button longer Handle 2 9
Fig. 2: Wiring Diagram than 200 ms may damage control module
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