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Moulded rubber parts from your drawings
Branches: automotive industry, food- and medical technology*, caravan- equipment- 
machine building, cable- and electrical technology.

Typical products:

connector 

cable shoes 

cabinet 

handle 

cable bushing 

absorber 

distance cap 

end cap 
 
etc.
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The products would be manufacture using 
Arburg machines generating between 25t  
and 500t. The parts can weight between  
2 g and 1500 g. The minimum order quantity 
starts at 500 pieces.

EPDM (Ethylene Propylene Diene Monomer)
Synthetic rubber properties: 
+ good resistant against dioxide, ozone and  
 temperature (-30° to +120°) 
+ very good resistant against chemicals
+ EMKA use EPDM  hardness shore A  
 from 65°, 70°, 75°, 80°, 85° and 90° 
-  bad mineral oil and fat resistant

TPE (Thermo plastic elastomere)
Vulcanised rubber: 
+ Temperature range (-40° to +140°) 
+ good resistant against UV and weathering 
+ good resistance to aqueous solutions,  
 inorganic acids and caustic solutions 
+ very good ageing behaviour 
+ EMKA use TPE hardness shore A  
 from 65°, 75°, 80°, 85° and 90°

The production 
occurs as an injection 
moulding from a 
customer drawings 
and could be in two 
materials as well 
as several colours 
(In TPE this must 
be checked before 
manufacture).
 
In relation to the  
forms, then in principle 
this is limitless.

*some limitations

Example

Example

Example

Cable bushing KT-36

Gasket 1130-20

O–ring 1250 -04

O–ring 1250 -03

We will 
find you the best 

solution.
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