
EPDM profiles 
for the railway industry 



Sales Worldwide 

The EMKA GROUP is world market leader for locks and latches, 
hinges and gasketing used in switch and control cabinets. The 
company is also among the leading manufacturers of locking 
technology in the fi elds HVAC technology and transport.  

The company is represented in 46 countries employing more than 
1,400 employees. 

Headquarters 
Production site 
Subsidiary 
Agencies/Sales offi  ce 



In-House  
Production
The range of products comprises more than 15,000 items. These are 
developed, manufactured, refined and assembled at nine production 
sites in Germany, France, UK, Spain, Bosnia and Herzegovina, US 
and China. 

Velbert, Germany

Arnedo, Spain

Bourré, France

Wuppertal, Germany

Birmingham, England

Middletown PA, USA

Henriville, France

Tianjin, China

Goražde, Bosnia and Herzegovina



Hinges 

Locks/Latches 

Gasketing 

Fire protection 
included! 
When it comes to fi re protection applications in the railway industry, 
locking systems by EMKA are the fi rst choice. The product range, 
that has specifi cally been developed for the railway industry, meets 
the special requirements of the sector and is designed to comply 
with the relevant standards such as DIN EN 45545-2. 

It comprises outdoor as well as indoor applications for the railway 
vehicle construction.  

The EMKA products for the railway industry excel at outstanding 
fi re protection properties. They contribute to increase the safety of 
passengers and their ability to escape in case of fi re hazards as well 
as to slow down smoke and heat generation. 

References: Alstom, Bombardier, Deutsche Bahn, Siemens, 
Stadler, Voith, Vossloh 



① DIN 5510-2
② NF F 16-101/-102 
③ DIN EN 45545-2
④ UNI CEI 11170

⑤ ASTM C542-90 
⑥ ASTM E662-95
⑦ SMP 800-C

Fire protection profile black  

③ Self-gripping profile EPDM approx. 60° ± 5 Shore 
A sponge rubber EPDM 1011-51-FR01

Fire protection profile black  

③ Self-gripping profile EPDM approx. 60° ± 5 Shore 
A sponge rubber EPDM 1011-45-FR01

Fire protection profile black  

③ Self-gripping profile EPDM approx. 60° ± 5 Shore 
A sponge rubber EPDM 1011-05-FR01

EPDM profiles 
with fire protection 
Highlights: 

Material is fi re-protection tested according to DIN EN 45545-2 
In-house production, no bought-in goods 
Enhanced fi elds of application, e. g. on switch cabinets 
Individual customising of frames and rings on request  

■
■
■
■

Steel spring core 

Steel spring core 

Steel spring core 

Fire protection standards:  



Tolerance of gaskets:
Gasket tolerance on the basis of DIN ISO 3302-1. Soft rubber usually 
according to “E2” and sponge rubber according to “E3”. 
PVC edge protection profile tolerance on the basis of DIN 16941-3B.

Some examples:

Nominal dimension Tolerance class 
DIN ISO 3302-1 E2

Tolerance class 
DIN ISO 3302-1 E3over up to

0 1,5 ±0.25 ±0.40
1,5 2,5 ±0.35 ±0.50
2,5 4,0 ±0.40 ±0.70
4,0 6,3 ±0.50 ±0.80
6,3 10 ±0.70 ±1.00
10 16 ±0.80 ±1.30
16 25 ±1.00 ±1.60
25 40 ±1.30 ±2.00
40 63 ±1.60 ±2.50

The appropriate storage is important (optimal storage temperature +5°C to +20°C). 
For the storage of gaskets, attention should be paid to DIN 7716  
(guidelines for storage, maintenance and cleaning of rubber products). 
If possible, wrong storage in respect to long lay days or storing times should be avoided,  
since the mechanical characteristics may change.

Elastomers - operating temperatures and hardnesses:
Materials Operating temperatures Hardness(±5° Shore A)

EPDM approx. -40°C to 100°C 25° (MG) to 90° (WG)
NBR approx. -30°C to 100°C 25° (MG) to 90° (WG)
CR approx. -25°C to 100°C 40° to 90°

PVC approx. -40°C to 70°C 55° to 75°
Silicone approx. -60°C to 180°C 10° to 90°

MG=sponge rubber / WG=soft rubber

Recommended compression for extruded sealing profile:

The compression of our sealing profiles should be 50% max., since otherwise the function (tightness) and the restoring forces  
are affected. In practice, the profiles are compressed between 30-50%.
It does not matter, whether it is a EPDM, NBR or a silicone profile. Here, the mechanical properties are (unlike the chemical  
resistances) quite comparable. If the gasket is deformed beyond these limitations, there is the risk of the compression set (DVR)  
becoming too big, because the material deforms plastically as well.
Then the gasket would be designed too small.

Resistances:
Because of the large variety of possible chemicals, solvent (concentrations), operating temperatures and times, no evaluations  
concerning the possible resistances can be made at this point. In every individual case, a test in the present circumstances,  
like concentration, temperature and duration of the impact, is recommended.

Fire protection:
We supply materials certified according to the current fire protection standards for rail vehicles. E. g. according to DIN 5510-2;  
NF F 16-101/ -102; DIN EN 45545-2; UNI CEI 11170; ASTM-C and –E. Whether the achieved categories fit to the respective  
requirements or vehicle classes has to be verified for the individual case. Generally speaking, silicone profile achieve higher fire  
protection classes that EPDM.

Disclaimer:
As a rule, disclosed values are standard values detected on sample plates and correspond to our state of knowledge.  
However, they do not release the end user of individual and thorough tests.

Nominal dimension Tolerance class 
DIN 16941-3Bover up to

0 3 ±0.40
3 6 ±0.60
6 10 ±0.70

10 18 ±0.80
18 30 ±1.00



Operation categories:

Operation category 1: surface vehicles 
Operation category 2: tunnel max. 5 km
Operation category 2: tunnel > 5 km
Operation category 4: tunnel, evacuation from the side not possible

Gasketing:

The gasketing has been included in DIN EN 45545 and have to meet the requirements R22 for indoors 
or R23 for outdoors as a function of the Hazard Level. In order to be able to define the Hazard Level, you need to know the Operation 
Category and Building Class, e. g. 2 (tunnel max. 5 km) D (double-decker trains)!

Note:

The compounds for the profiles are tested on test specimens of test plates according to the inspection specifications.

soft rubber: 150 x 10 x 4 mm (oxygen content) 
76 x 76 x 2 mm (smoke generation)

sponge rubber: 150 x 10 x 4 mm (oxygen content) 
76 x 76 x 2 mm (smoke generation)

Hazard Level:

Operation 
category

Building class

N:
Standard vehicles

A:
Vehicles for automatic 
train operation not hav-
ing staff on board that is 
trained for emergencies.

D:
Double-decker trains

S:
Sleepers and couchettes 

(bilevel or unilevel)

1 HL1 HL1 HL1 HL2
2 HL2 HL2 HL2 HL2
3 HL2 HL2 HL2 HL3
4 HL3 HL3 HL3 HL3

History:

The work on EN 45545  was finished in January 2012 for the time being.
DIN EN 45545 was published in June 2013 (available from August 2013).
The DOW (date of withdrawal) has been Extended from 6 to 36 months so that national standards,  
e. g. DIN 5510, are to be withdrawn by March 2016.

DIN EN 45545-2:

This part stipulates the test procedures for test conditions and requirements for the reaction to fire  
of each Hazard Level. 



EMKA Beschlagteile GmbH & Co. KG 
Langenberger Str. 32 • 42551 Velbert, Germany • Tel.: +49/2051/273-0 • Fax: +49/2051/273-128 • E-Mail: info@emka.com • www.emka.com

www.emka.com

ARMENIA
EMKA Kilit Sistemleri Metal Sanayi 
ve Ticaret Ltd. Şti.
Tel. +90/262/2909097
info@emkakilit.com.tr

AUSTRIA
EMKA Beschlagteile Ges.m.b.H.
Tel. +43/2143/43063
info@emka-beschlagteile.at

AUSTRALIA
Lock Focus Pty. Ltd.
Tel. +61/3/97981322
lockf@lockfocus.com.au

AZERBAIJAN
EMKA Kilit Sistemleri Metal Sanayi 
ve Ticaret Ltd. Şti.
Tel. +90/262/2909097
info@emkakilit.com.tr

BELGIUM
EMKA Benelux B.V. Service Office
Tel. +31/413/323510
sales@emka.org

BOSNIA-HERZEGOVINA
EMKA Bosnia d.o.o. Goražde
Tel. +38/738/241310
info@emka.ba

CANADA
EMKA Inc.
Tel. +1/717/9861111
info@emkausa.com

CHILE *
NDU Ingenerieria Ltda.
Tel. +56/22/5266646
info@ndu.cl

CHINA
EMKA Industrial Hardware C0.Ltd.
Tel. +86/22/82123759
info@emka.cn

CROATIA
EMKA Okovi d.o.o.
Tel. +385/35/270073
info@emka-okovi.hr

CZECH REPUBLIC
EMKA Kováníe/Beschlagteile
Tel. +421/2/45259910
miro.emka@ba.telecom.sk

DENMARK *
A/S Megatrade Beslag
Tel. +45/44916700
mega@megatrade.dk

ESTONIA
EMKA Scandinavia
Tel. +46/36/314130
info@emka.se

FINLAND
EMKA Scandinavia
Tel. +46/36/314130
info@emka.se

FRANCE
EMKA France
Tel. +33/254/320862
emka@emka-france.com

GEORGIA
EMKA Kilit Sistemleri Metal Sanayi 
ve Ticaret Ltd. Şti.
Tel. +90/262/2909097
info@emkakilit.com.tr 

GREECE *
EMKA Hellas
Tel. +30/21041/83000
info@emka-hellas.com

HUNGARY
EMKA Beschlagteile
Tel. +36/1/2360032
info@emka.hu

INDIA
EMKA India
Tel. +91/80/26660212
info@emka.in

ISRAEL *
Teder Electro Mechanical 
Engineering Ltd. 
Tel. +972/73/2331200
sales@teder.com

ITALY
EMKA Italia s.r.l. Unipersonale
Tel. +39/045/6471070
info@emka.it

JAPAN *
TOCHIGIYA Co., Ltd
Tel. +81/48/2283072
support@tochigiya.co.jp

KAZAKHSTAN
EMKA Kilit Sistemleri Metal Sanayi 
ve Ticaret Ltd. Şti.
Tel. +90/262/2909097
info@emkakilit.com.tr 

LATVIA
EMKA Scandinavia
Tel. +46/36/314130
info@emka.se

LITHUANIA
EMKA Scandinavia
Tel. +46/36/314130
info@emka.se

MEXICO
EMKA Mexico Beschlagteile
Tel. +52/44/22095180
info@emka.mx

MONTENEGRO
EMKA Bosnia d.o.o. Goražde
Tel. +38/738/241310
info@emka.ba

NETHERLANDS
EMKA Benelux B.V.
Tel. +31/413/323510
info@emka.org

NORWAY
EMKA Scandinavia
Tel. +46/36/314130
info@emka.se

POLAND
EMKA -Polska Sp.Z o.o.
Tel. +48/323606026
info@emka.net

PORTUGAL
EMKA Beschlagteile Ibérica S.L.
Tel. +351/910904688
info@emka-iberica.pt

ROMANIA
S.C. EMKA Beschlagteile S.R.L.
Tel. +40/269/222700
info@emka.ro

RUSSIA *
OOO“MK-Electro
Tel. +7/812/4492928
info@mk-electro.ru

SERBIA
EMKA Okovi d.o.o.
Tel. +385/35/270073
info@emka-okovi.hr

SINGAPORE *
VF Fastening Systems PTE Ltd.
Tel. +65/675/2333
vincent@vffastening.com.sg

SLOVAKIA
EMKA Kovánie
Tel. +421/2/45259910
miro.emka@ba.telecom.sk 

SOUTH AFRICA *
Enclosure Solutions
Tel. +27/11/9737260
info@enclosuresolutions.co.za

SOUTH COREA *
Geo Jeon Co. Ltd.
Tel. +82/314/335508
geojeone@emkakoreanaver.com

SPAIN
EMKA Beschlagteile Ibérica S.L.
Tel. +34/672262672
info@emka-iberica.es

SWEDEN
EMKA Scandinavia
Tel. +46/36/314130
info@emka.se

SWITZERLAND
EMKA Beschlagteile AG
Tel. +41/33/8260220
info@emka.ch

TUNISIA
EMKA Beschlagteile GmbH
www.emka.com
info@emka.com

TURKMENISTAN
EMKA Kilit Sistemleri Metal Sanayi 
ve Ticaret Ltd. Şti.
Tel. +90/262/2909097
info@emkakilit.com.tr 

TURKEY
EMKA Kilit Sistemleri Metal Sanayi 
ve Ticaret Ltd. Şti.
Tel. +90/262/2909097
info@emkakilit.com.tr

THAILAND *
Best Port Company Ltd.
Tel. +66/2/9935739
bestport@samartas.com

UNITED KINGDOM
EMKA (UK) Ltd.
Tel. +44/2476/616505
enquiry@emka.co.uk

UAE
EMKA Middle East
Tel. +971/42844528
info@emka.ae

USA
EMKA Inc.
Tel. +1/717/9861111
info@emkausa.com

UZBEKISTAN
EMKA Kilit Sistemleri Metal Sanayi 
ve Ticaret Ltd. Şti.
Tel. +90/262/2909097
info@emkakilit.com.tr

VIETNAM *
Terramar Engineering and 
Machinery (Pte.) Ltd.
Tel. +84/8/39153209
cam@terramar.com

Subsidiaries, country representations and agencies *

EMKA worldwide 


